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I .(currently amended) A method tor updating base files previously stored on endpolnt stations, 
said method comprising the steps of: 

generating a single data integrity code based on the entirc^contents of the base file to be 
updated; 

generating a delta file by applying a ditTerencing algorithm to the base file to be updated 
and to a modified form of the base file; and 

creating a delta distribution package including the isingle gmcrated da^ 

and the generated delta file. 

2, (currently amended) A method as recited in claim 1 wherein the step of generating a delta file 
further includes the step of writing one or more blocks into the delta file, each of said blocks 
comprising byte offsets identifying the location of 2 code sequence in the base file and a 
directive to tx^y the identified code sequence into a modified form of the base file. 

3. (original) A method as recited in claim 2 wherein the step of g^erating a delta file fiirther 
includes the steps of writing one or more new byte sequences into the delta file along with one or 
more directives defining where such new byte sequences arc to be written into the modified form 
of the base file. 

4, (originul) A method as recited in claim 3 including the additional step of distributing the delta 
distribution package to one or more endpoint stations on which the base file is ahcady installed 

5. (currently amended) A method as recited in claim 4 further including the Steps of: 

receiving the delta distribution package in at least one endpoint station in which the base 
file is already installed; 
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comparing the sin ^c data integrity code received in the delta distribution package to a 
data integrity code associated with the entire base file already installed in the endpoint station; 

if the data integrity codes match, updating the installed base file by retrieviitg the 
directives and code sequences Irom the delta distribution package and executing the directives to 
rebuild the installed base file into a modified form of that file. 

6. (currently amended) A method for updating a base file previously installed at an endpoint 
s>ystem ci^mprising the steps of: 

receiving a delta distribution package containing at leaat o ne ^ .gjagle data integrity code, 
one or more byte offsets identi^ng the location of code sequences in the previously installed 
base file, one or more new code sequences and one or more directives for utilizing either the new 
code sequences or code sequences in the base file that arc identified by the byte offsets; 

comparing a^e data integrity code received in the delta distribution package to a data 
integrity code abready stored in the endpoint station; and 

if the compared codes match» executing the directives received in the delta distribution 
package to writg combine new code sequmces received in the delta distribution package and 
existing code sequences identified in the base file mtc rto create a modified form of the base file. 

7. {currcntly amended) A system for updating base files previously stored on endpoint stations, 
said system comprising: 

a code check character g e n e ra t ing g enerator tor generating a single data integrity code 
based on the entire contents of a base file to be updated; 

a delta file gen e ialiiig seneratoi for applying a pplying a differencing algorithm to the 
base file to be updated and to a modified fomi of the base file to product a delta file; and 

a delta distribution package genera ti ng generator for creating an update package 
including the single generated data integrity code and the generated delta file. 
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8. (cutrently amended) A system as recited in claim 7 whtarein the delta file generator further 
includes code writing means for writing one or more blocks into the delta file, each of said 
blocks comprising byte offsets identiiying the location of a code sequence in the base file and a 
directive to copy the idenli fied code sequence into a modified foim of the base file. 

9. (currently amended) A system as recited in claim 8 wherein the delta file eeneratiiia generator 
ftirtlier includes code writing means for writing one or more new byte sequences into the delta 
file along with one or more directives defining where such new byte sequences are to be written 
into the modified form of the base file. 

1 0. (currently amended) A system for updating a base file previously installed at an endpoint , 
station comprising: 

a receiver tor receiving a delta distribution package containing at l e ast on r -a simde data 
integrity code, one or more byte offsets identifying the location of code sequences in the 
previously installed base filc» one or more new code sequences and one or more directives for 
utilizing either the new code sequences or code sequences in the base file that are identified by 
the byte offsets; 

comparison logic fox comparing the single data integrity code received in the delta 
distribution package to a data integrity code associated with the base file already installed in the 
endpoint station; 

update logic responsive to a matdi between the compared data integrity codes to retrieve 
the directives and code sequences irom the delta distribution package and to execute the 
directives to rebuild the installed base file into a modified fomi of that file. 
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